


Start with the simplicity of glass and 
stainless steel, then set it off with color 
accents. Ferric offers the flexibility to 
coordinate and complement the design 
environment with colorful posts and 
stainless steel mounting hardware.

BuyLine 9278
05 52 00/HAL

Ferric™ powder coated steel
and stainless steel railings

Elegant design with an unexpected shot of color.
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Infill panel support.

9

Ferric installation and fastenings

Ferric railing systems are manufactured with the latest technology 
and designed with the aid of computers. This system is shipped in 
pre-assembled sections to maximize the ease of installation.  
Surface, side and weld fastenings are available for installation.  

• �Materials: High-quality powder coated steel posts and stainless 
steel components, AISI 304 or AISI 316 for applications with harsh 
environmental conditions.

• Finishes: Brushed 240 grain, high-quality powder coating. 

• �Top Rail: Natural wood and stainless steel; 1-9/16” (40 mm), 
1-1/2” (38 mm) or 2-1/2” (62 mm) outside diameter.

• �Posts: Open pair of flat powder coated steel 2” (50 mm) x 1/4”  
(6 mm) bars. Maximum post spacing is 51-3/16” (1300 mm).

• �Color: HDI Ferric railing systems are available in a select color line 
with handrails in stainless steel or various wood finishes.

Forest green

Antique bronze

Off white

Slate grey

Cobalt black

Light bronze

Tanzanite blue

Ruby red





Introduce color into your design with  
HEWI Nylon. This innovative railing system  
combines strength and durability with its  
structural steel core. The smooth, pore-free  
nylon offers a hygienic gripping surface  
that requires virtually no maintenance.  

• �Available in a wide range of color  
with wood railing options.

• �Exceptional performance is a given. HEWI Nylon systems  
provide outstanding structural strength, chemical resistance  
and hygienic qualities. 

• �Infill materials are available in glass, stainless steel perforated panels, 
and nylon cross member rods.

• �Standard and custom designs — solutions to satisfy your design 
concepts and technical standards.
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HEWI® nylon railings

Color. Design. Performance.
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Infill panel clamps.
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HEWI Nylon installation and fastenings

HEWI Nylon railings are designed and fabricated for stair guardrail  
and wall handrail applications. The component system allows the 
flexibility to provide solutions for any building requirements. 

• �Materials: Nylon/wood or nylon/stainless steel; outside dimensions  
are 1-9/16” (40 mm) and 1-5/16” (33 mm). Typical wall thickness  
of nylon tubes is 5/64” (5 mm); continuous load-bearing,  
corrosion-resistant steel core throughout. Wood rail systems  
include natural wood handrails with HEWI Nylon elbows, supports, 
connectors, fasteners and panel holders.

• �Color: HEWI Nylon railing systems are available in HEWI’s select  
color line as well as various wood finishes.





Optik is the ultra-minimalist alternative to  
the traditional glass shoe rail. It creates the  
impression of complete transparency with  
structural glass panels. Handrail attachment  
brackets match the discreet stainless steel  
mounting hardware for a fully coordinated design. 

• Handrails are available in stainless steel or natural wood.

• �Infill options include tempered glass in widths of 5/8” (15.8 mm)  
and 3/4” (19 mm) with optional handrail and 1/2” (13 mm) with 
required handrail.

• Curved rails and custom designs.
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Optik™  stainless steel railings

The beauty is what you don’t see.
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Handrail attachment.
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Optik installation and fastenings

Stainless steel bosses take the place of conventional posts to  
allow for a minimalist appearance. This system is shipped in  
pre-assembled sections to maximize the ease of installation.  
Side fastenings are available for installation.  

• �Materials: High-quality stainless steel, AISI 304 or AISI 316  
for applications with harsh environmental conditions.

• Finish: Brushed 240 grain. 

• �Top Rail: Natural wood and/or stainless steel; 1-9/16” (40 mm)  
or 1-1/2” (38 mm) outside diameter.

• �Fastening Bosses: Pairs of stainless steel bosses vertically  
spaced at a minimum of 5-1/2” (140 mm) on a maximum  
of 45” (1143 mm) horizontal centers for 5/8” (16 mm) glass  
and thicker.




